GHIP BOX

COMBINATION MODEL

BANDIT CHIPPER / CHIP BOX COMBINATION

¢ Available as a 9” capacity

¢ (Choose from a Kholer 37 or Ford 84 horsepower
gas engine

e Unit weighs approximately 8,000 pounds
(without chips)

¢ Tandem axles with (4) 16 tires

VERSATILITY WITH ONE UNIT CHIP IN A VARIETY OF POSITIONS

Owning a chipper / chip box combination unit allows you to have a The chipper itself is mounted on a heavy duty turntable allowing the
versatile unit in one user-friendly package. Eliminates the need for a operator to chip from a variety of positions making it easier to position
separate chip truck and is great for those tree companies just starting material around the chipper.
out.

DUMP BOX EASY TO TOW
An 8.5 cubic yard dump box reduces the number dump site trips. The With an approximate weight of 8,000 pounds (without chips) these units
box is raised and lowered hydraulically and has two rear mounted doors can easily be towed and maneuvered around making them ideal for a
for easy unloading. variety of applications.
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Hand-Fed Chippers e Stump Grinders ® Whole Tree Chippers
; fﬁﬂﬂ The Beast® Horizontal Grinders @ Track Carriers e Attachments

Al specfications, dimensions and options are subject to change without notice, and were current at the time of printing. Dimensions may vary, depending on options and engines selected. Bandit Industries, Inc. reserves the right to change designs, specifications and options without prior notice. © 2024 Bandit Industries, Inc. All Rights Reserved.

CALL YOUR LOCAL BANDIT SALES REPRESENTATIVE TO SCHEDULE A DEMONSTRATION TODAY!



